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Thank you for purchasing a SAHLINS product. 
 
We want you to be satisfied with your Overhead line Winch 2060, and this manual has been written to 
help you to handle and take care of the machine, inabling you to bring the machine into operation so that 
you become well acquainted with the safety measures you need to adopt before you use it.  

 
GENERAL 
Great care has been put into the design and manufacture of this equipment to ensure there will be no 
health or safety risks. 
 
There are risks in all work connected with cables and ropes, and to eliminate these risks it is important 
that: 
- you study and follow the instructions 
- all personnel continuosly recieve training in maintenance and safety 
- functional equipment and tools are made available 
- the owner and the supervisory team are responsible for making sure effective safety 
programmes and instructions are drawn up and followed by all personnel. 
 
Our instructions contain important information wich all users should know and understand before they 
use the equipment. For your safety and the safety of other people, you should pay special attention to the 
items/sections that have the following headings: 

 
WARNING 
Gives important information to warn of the risks of serious personal injury or danger if the instructions are 
not followed. 

 
CAUTION 
Gives important information that describes how you should prevent damage to the machine and 
equipment, or how you should avoid a situation that could cause personal injury. 
 

REMARKS 
Gives advisory information concerning operation, care and maintenance of the machine and equipment. 
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Safety regulations 

 
GENERAL SAFETY MEASURESGENERAL SAFETY MEASURESGENERAL SAFETY MEASURESGENERAL SAFETY MEASURES    
SafSafSafSafety for personnelety for personnelety for personnelety for personnel    
1. Read and become well-acquainted with all warnings, cautionary measures and instructions contained in 
the operating and maintenance instructions, and also read and learn the significance of all signs and 
plates that are affixed to or near the equipment. If you are in any doubt, make sure you get the answers 
to all your questions before starting to work with the machine and equipment. 
 
2. Never work with the machine or equipment if you are under the influence of alcohol, strong medicines, 
sedatives, or other drugs that could render you less alert or which could affect your judgement. 
 
3. Adopt appropriate safety measures to prevent hair or loose-fitting items of clothing from being caught 
up in moving parts or control units. 
 
4. Always use, if possible, protective gloves to protect the hands and fingers against cuts and abrasions, 
burns, and solvents. 
 
5. Always use a safety helmet when the work requires you to. 
 
6. Always wear ear plugs when working in areas where there is a high volume of noise. 
Safety  at workSafety  at workSafety  at workSafety  at work    
7. Keep the working area clean and free from accumulation of material. 
 
8. Do not allow unauthorised people to enter or be near the working area. 
 
9. Surfaces touched by hand or feet should be kept clean, dry and free from oil and grease. 
 
10. Store parts and tools in the area provided for the purpose when they are not used. 
 
11. Do not stand under, or allow anyone else to stand under equipment that is raised or suspended. 
 
12. Find out the weight limits for cables and lifting units, and the free movement area that is required for 
these. 
 
13. Never climb on the equipment during operation and do not allow another person 
 to do this.   
14. Check components of the equipment before you start working, so that no parts are damaged.Replace 
or repair damaged parts before starting the equipment. 
Always use original parts. 
15. Before starting and operating the equipment, make sure there is no person, or any  
animal, tool, parts or other foreign abjects in, on underneath, or around the equipment.  
Check to make sure that all safety and protection equipment is correctly installed and in a satisfactory 
condition. 
16. Do not allow untrained personnel to start or operate any equipment without the 
supervision of a trained operator. 
17. Never leave the equipment unattended. 
18. Observe caution when starting and during operation of the machine in if there are defective 
measuring instruments or visible defects, smell or abnormal noise that could indicate  
Stop the equipment immediately if you suspect any fault 
19. Perform all inspection, maintenance, lubrication, and adjustments with extreme caution 
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and in accordance with the manufacturer´s recommendations. The machine should always  
be stopped when maintenance work is to be carried out. 

 
 

Sahlins Miniwinch 3020�1000 

 
The Mini-winch is a small portable winch for running pilot ropes or small size cables through the duct.  
The winch is placed on top of the manhole and the rope is pulled with the capstan wheel. 
The engine is a reliable fourstroke petrol engine. 
Lightweight construction makes it possible for one person to handle the winch. 
 

Technical data 

Pulling force: Appr. 150 kp. 
Speed: Max. 50m/min. 
Engine: Honda 4-stroke, 2,4 hp. 
Size: 640 x 640 x 370 mm. 
Weight: 21 kg. 
Capstan: Aluminium. Dia. min. 100 mm. 
Recommended pulling line: Polynite Ø 6mm – breakingload: 780kp 

Basic equipment 

 
Honda petrol engine 4-stroke, 2,4 hp. 
Capstan wheel 
Frame for manhole. 
Art.no. 3020-1000 

Transportation 

 
Transport the machine in a box, protect the machine from water and shocks. 

Long term storage 

 
Store the machine in a dry and clean place 
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. 

Maintanence 

 
WARNING:WARNING:WARNING:WARNING:    All maintenance lubrication and adjustments must be done by authorized personel. 
 
WARNING:WARNING:WARNING:WARNING: Use only genuine SAHLINS parts for service and repar. Parts that do not comply with our 
quality requirements could cause damage to the machine and accessories. 
 
 
Check the pullingrope regularly so no damages can be seen. 
 
The wormgear is lubricated for life as long as no leakage occurs. 
Maintanance of the B&S Vanguard 2,4Hp engine see separate engine instruction. 
 
Maintanance scheduleMaintanance scheduleMaintanance scheduleMaintanance schedule::::    
Regular service periodRegular service periodRegular service periodRegular service period        Each timeEach timeEach timeEach time                
Emergencybutton Check x  
Gearbox leakage Check x  
Pullingline  Check x  
Engine oil  Check x 
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Start and stop 

    
StartingStartingStartingStarting    and stoppingand stoppingand stoppingand stopping    the engine:the engine:the engine:the engine:    
WARNING:WARNING:WARNING:WARNING: When operating the machine, use approved hearing protection. 
Check the fuel level. If necessary, top up with 95 octane unleaded petrol. 
WARNING:WARNING:WARNING:WARNING: Do not overfill the tank. 
Check that the tank cap is closed properly and securely. 
Turn the petrol cock to the ON-position. (the cock pointing downwards) 
Turn the engine switch to ON-position 
Close the choke in the direction of the arrow.  
Do not use the choke when the engine is warm, or at high ambient temperatures. 
Turn the engine switch to ON. 
Open the throttle slightly. 
Pull the starter grip lightly until resistance is felt, then pull briskly. 
CAUTIONCAUTIONCAUTIONCAUTION: Never pull out the starting cord fully, or allow the starting handle to snap back, return it gently 
to its original position. 
When the engine has started, open the choke gradually. 
When stopping, release the throttle handle and turn the engine switch to the OFF position. 
Turn the petrol cock to the OFF position. 

Handling 

Prepair the rope by making 3 loops.  
By pulling the rear end of the rope by hand the winch starts to pull the 
cable towards the winch 
As long as the rear end is stretched the winch will pull the load. 
By increase/decrease the pullingforce at the rear end of the rope, 
pullingspeed and force can be regulated. 
To stop the pulling, just slack the rear end and push the stopbutton. 
 
WARNING:WARNING:WARNING:WARNING: Before pulling make sure that the pullingrope is free from 
damages or is incorrect spliced 
WARNING:WARNING:WARNING:WARNING: Before pulling make sure that the pullingfoce  does not 
excede the braking load of the pullingrope, see Technical specifications at page 4. 
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